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	Change description: Combine location identifier with channel codes
	Type: Modification
	Current wording: 
5      Location identifier                   A     ?       -       [UN]6      Channel codes                         A     ?       -       [UN]5   Location identifier.  Used to identify a grouping of channels, for example from a specific sensor.  Left justify and pad with spaces (ASCII 32).  Cannot be empty.6   Channel codes (see Appendix A).  Cannot be empty.
	Proposed new wording: 5      Channel codes                         A     ?       -       [UN]
…and renumber...
5   Channel codes (see Appendix A). Must be exactly 3, 5, 6, 7 or 8 characters, left justiy and pad with spaces, and of the form BIO, LLBIO, LLBIIO, LLLLBIO or LLLLBIIO. Use of BIO is for compatibility and new use is discouraged.
	Rationale: Loc ids give namespace to channel codes, but were separate due to constraints of seed. It would be more logical to combine the two into a single field. Propose that this be 8 chars where it can be of the form:BIO, LLBIO, LLBIIO, LLLLBIO, or LLLLBIIOwhere L is locid, B is band code, I is instrument code and O is orientation code.This preserves naming for older channels, with and without locids, and provides bigger loc and instrument namespace. In addition, by using a single wider field, the empty loc id problem goes away.
	Author: Philip Crotwell, Univ of South Carolina, crotwell@seis.sc.edu
	Date: 2016-05-12
	Straw man version, e.g. 2016-3-30: 2016-3-30


